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LS100 
LAZY SUSAN 

ACCUMULATOR 

 
As part of the Form Plastics “Systems Approach” to food packaging, the LS100 Lazy Susan is designed to increase 
productivity through efficient handling of finished product.  Place the LS100 at the end of a heat seal lidding machine and 
the filled containers drop onto the Lazy Susan for easy handling of finished product.  Variable speed motor allows 
adjustment of the speed to meet operator needs.  The Lazy Susan LS100 is the perfect compliment to Form Plastics heat 
seal lidding machines. 
 
Benefits: 

• Adjustable height provides multi-use option and flexibility in kitchen. 
• 10 speed settings to accommodate a variety of production speeds - up to 60 per minute; and one or multiple 

employees catching 
• Swivel and locking casters provide ease of movement and positioning during clean-up 
• Sanitary, stainless steel, square base ensures stability of unit and eliminates tipping risk 
• Available for immediate shipment 
• No special power drop required. Standard elec. 120 volts, ⅛ HP, 1.5 AMP 

 
Specifications: 

• Free standing accumulator is located at discharge end of conveyor 
• 35-1/2” diameter ABS top 
• Totally enclosed stainless steel construction 
• 29” – 30” adjustable height 
• 2 swivel casters 
• 2 swivel locking casters 
• 120 volts, 1/8 HP, 1.5 AMP 
• Plug configuration (NEMA #5-15P) 
• ON/OFF control with speed controller and fuse protection 
• Shipping weight with crate approximately 310 pounds 
 

 
Part Number:  LS100 
Freight is F.O.B. St. Charles, IL. 
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